
450.0
450.0 450.0
450.0 450.0 447.0
415.0 409.0 404.0 394.0 351.0 311.0
345.0 340.0 335.0 334.0 330.0 299.0 265.0 237.0 206.0
294.0 290.0 286.0 285.0 281.0 278.0 256.0 229.0 199.0 184.0
256.0 253.0 249.0 248.0 244.0 242.0 239.0 222.0 192.0 179.0
227.0 224.0 220.0 219.0 216.0 213.0 210.0 208.0 182.0 174.0
202.0 200.0 197.0 196.0 193.0 190.0 187.0 185.0 164.0 168.0
178.0 178.0 177.0 176.0 174.0 171.0 169.0 166.0 148.0 162.0
158.0 158.0 157.0 156.0 155.0 154.0 153.0 151.0 135.0 146.0
142.0 142.0 141.0 140.0 139.0 138.0 137.0 136.0 121.0 133.0

129.0 127.0 126.0 125.0 124.0 123.0 122.0 100.0 120.0
108.0 106.0 105.0 104.0 103.0 102.0 101.0 84.0 99.0

90.0 89.0 88.0 87.0 86.0 85.0 71.0 83.0
76.0 75.0 74.0 73.0 72.0 60.0 70.0

65.0 64.0 63.0 62.0 52.0 59.0
57.0 56.0 55.0 54.0 45.0 51.0

49.0 48.0 47.0 39.0 44.0
42.0 41.0 34.0 38.0

36.0 30.0 33.0
32.0 26.0 29.0

24.0
21.0

フックブロック質量（ton)

450 230 100 50 16.5

9.1 6.6 4.6 2.4 0.94

8 .0
9 .0
10 .0
12 .0

79 .25ｍ 85.34ｍ

20.0

ﾌｯｸの容量ton

質量　　　　ton

62.0
66 .0
70 .0

74 .0

38 .0
42 .0
46 .0
50 .0
54 .0
58 .0

定格総荷重表800ｔ吊ｸﾛｰﾗｰｸﾚｰﾝ（7800） 単位：ｔ

ﾌﾞｰﾑ長さｍ
30.48ｍ 36.58m 42.67ｍ 48.77 54.86ｍ 60.96ｍ 67.06ｍ

22.0
24.0
26 .0
28 .0
30 .0
34 .0

73 .15ｍ
作業半径ｍ

14.0
16.0
18 .0


